37. THE CONTRACTOR WILL ONLY BE ALLOWED TO REMOVE AND REPLACE CURB AND GUTTER ON ONE
. ESASCTEINSGHAF;_?_V%QE&WDcREn\4E%ELPS¥§¥ENTT'o %%Ez/ISEDAG%ERVESQICSAEEMEE BTSTSEE% I#HIIEN SIDE OF THE ROAD AT A TIME TO MINIMIZE CONGESTION. REPLACEMENT SHALL BE COMPLETE
1. ALL CONSTRUCTION SHALL BE DONE_IN ACCORDANCE WITH THE DETAILS IN THE PLANS, THE PROPOSED AND EXISTING AND SHALL BE INCLUDED IN THE PRICE OF THE APPROPRIATE O O I T e ROAD, BEFORE THE CONMSACTOR IS ALLOWED TO BEGIN REMOVING CURS
THE FOLLOWING STATE OF ILLINOIS SPECIFIGATIONS *THE STANDARD SPECIFICATIONS . REMOVAL PAY 1TEW. '
HE FOLL P N
FOR ROAD AND BRIDGE CONSTRUCTION" (REFERRED TO AS THE “STANDARD SPECIFICATIONS™, 18. [IN AREAS WHERE THE EXISTING DRIVEWAY, SIDEWALK, OR CURB AND GUTTER IS TO BE 38, CURB AND GUTTER AND DRIVEWAYS PROVIDING ACCESS SHALL BE REMOVED AND REPLACED
THE "slgggLa{agN;FAch SCPgC%l;IOCATDIé)NISC E@NI}):OIIRQECSL%F;FEIENTGS SAPNEDCIAILG PVIVRSYVSISIOPSE". THE "MAr\cl)LgAL REMOVED AND REPLACED, THE REMOVAL AND DISPOSAL OF ANY ADDITIONAL MATERIAL .
ON UNIFORM TRA NTROL DEV HIGHWAYS”, THE “MANUAL REQUIRED TO ESTABLISH THE PROPOSED DRIVEWAY, SIDEWALK, OR CURB AND GUTTER
TEST PROCEDURES FOR MATERIALS® AND THE “STANDARD SPECIFICATIONS FOR WATER AND SUBGRADE ELEVATION SHALL BE INCLUDED IN THE APPLICABLE REMOVAL PAY ITEM. 39. gOR 4STE7EL BARS CERTIFICATION, PLEASE CONTACT IDOT BUREAU OF MATERIALS AT (84T)
SEWER MAIN CONSTRUCTION IN ILLINOIS", 05-4337.
19. CURB AND GUTTER SHALL BE DEPRESSED AT DRIVEWAYS AND SIDEWALK RAMPS IN ACCORDANCE 7 T it
2. THE LOCATIONS OF PUBLIC OR PRIVATE UTILITIES SHOWN ON THE PLANS ARE APPROXIMATE WITH THE IDOT HIGHWAY STANDARDS. SIDEWALK RAMPS FOR ACCESS FOR THE DISABLED A AR o R e TS AS AR AC TR o oP AR e 1 vans -
AND THE VILLAGE DOES NOT GUARANTEE THEIR ACCURACY. THE CONTRACTOR SHALL HAVE SHALL BE PROVIDED AT THE PROPOSED CROSSWALKS IN ACCORDANCE WITH THE IDOT HIGHWAY Ry D Ry R R AN E TR By s Tt SONTACT DALE VAN PING
THE RESPECTIVE UTILITY COMPANIES FIELD LOCATE ALL THEIR FACILITIES PRIOR T0 STANDARDS OR AS DETERMINED BY THE ENGINEER, RN P o B L O P R M RE otk WHEN STTASHING SIGNS 19, TELES
BEGINNING CONSTRUCTION. THE CONTRACTOR SHALL ALSO VERIFY THE DEPTHS OF THE : L -
EXISTING UTILITIES IF NECESSARY. ANY RELOCATION OR LOWERING OF UTILITIES SHALL 20. THE FINISHED HOT-MIX ASPHALT SURFACE SHALL BE CONSTRUCTED 0.25-INCH ABOVE THE TYPE | AND TELESCOPING STEEL SIGN SUPPORT PAY ITEMS.
3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UNDERGROUND OR 21. {THE CONTRACTOR SHALL PROVIDE AND INSTALL TWO (2) WEIGHTED SANDBAGS ON EACH TYPE M LUDE THE FOLLOWING. ~TH HALL INCLUDE SAW-CUTTING AN
SURFACE UTILITIES, INCLUDING SPRINKLER SYSTEMS, EVEN THOUGH THEY MAY NOT BE 1 OR TYPE Il BARRICADE USED. ONE (1) WEIGHTED SANDBAG SHALL BE PLACED ACROSS REMOVING THE EXISTING PAVEMENT A MINIMUM OF 6-INCHES MEASURED FROM THE EXISTING
SHOWN ON THE PLANS. ANY UTILITY OR SPRINKLER SYSTEM THAT IS DAMAGED DURING EACH BOTTOM RAIL. EDGE IQF PAVEMENT, AND FILLING THE 6’ GAP WITH CLASS SI CONCRETE TO AN ELEVATION
CONSTRUCTION SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR'S EXPENSE TO THE z-174" BELOW THE PROPOSED CURB AND GUTTER FLAG, IF THE CONCRETE IS PLACED
SATISFACTION OF THE ENGINEER AND VILLAGE. 22. [THE CONTRACTOR WILL BE REQUIRED TO USE A STEEL PLATE OR PLATES 10 CLOSE ANY GAPS HIGHER THAN 2-174" FROM THE GUTTER FLAG FOR STREETS T0 BE RESURFACED, THE
OOCURRING WHEN ATERAFIE 15 OFFSET FROM THE STRUCTURE- THE STEEL PLATE SHALL BE CONTRACTOR WILL BE REQUIRED TO GRIND ADDITIONAL CONCRETE TO THE REQUIRED 2-1/4
4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE OR DESTRUCTION OF PUBLIC OR 59/64 ~INCH THICK AND APPROXIMATELY 6-INCH WIDE BY 24-INCH LONG. SOME DEPTH.
ig%@gah‘%‘léuvg'II'_II_ESXF?TNI%LSEQAIT(I.)SR&}DAAISDA{\IOYT g{Ingé%SRDLl\JA?%SNOSFHEELOL\SV_IEIILI-'_IXFF\’(E%SO%KIN ADJUSTMENT IN SIZE MAY BE NECESSARY TO PREVENT THE STEEL PLATE FROM OVERHANGING
. 3L THE OUTSIDE OF THE STRUCTURE WALL. THE STEEL PLATE SHALL BE BEDDED IN AND m
INVOLVED IN THE CONSTRUCTION AREA WILL BE DISCUSSED AT A PRECONSTRUCTION COVERED WITH MORTAR. THIS WORK SHALL BE INCLUDED IN THE COST OF STRUCTURE 2O BT R B T T e WORE), THE EXIS TING STRUCTURES DN THE
CONFERENCE: oLk CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION OF ANY UTILITY ADJUSTMENTS OR STRUCTURE RECONSTRUCTION. FRAMES AND LIDS ADJUSTMENT WITH WILLING”. THIS WORK SHALL BE IN ADDITION TO THE
23. [ALL_POSTS, RAILROAD TIES, AND DECORATIVE TIMBER IN CONFLICT WITH THE PROPOSED 283%3@?%51TFggléAEANngLEﬁAJSoEEEsAP(SJUSEEEDﬂgTESALL B PAID FOR ONCE AT THE
> 5?%88&? Av%gn?s/ScﬁLLLAGNEOTkEIrEgINTE?% VIL%&SG%O%F 7%';[)( AT REESATséKE?s EBE%SPIEN 'A[?vlﬁﬁﬁé"gr IMPROVEMENTS SHALL BE REMOVED AND RELOCATED AS DETERMINED BY THE ENGINEER AT THE .
- 708-503- TIME OF CONSTRUCTION AND SHALL BE INCLUDED IN THE EARTH EXCAVATION PAY ITEM.
BEGINNING WORK TO OBTAIN VILLAGE UTILITY LOCATIONS AND SHALL COORDINATE ALL EVERY EFFORT SHALL BE MADE BY THE CONTRACTOR WHEN REMOVING THESE ITEMS TO A3 T DT A I RO O R N A o NCLE TRANSVERSE JOINT. (AN COLD
CONSTRUCTION OPERATIONS WITH THE ENGINEER. PRESERVE THEM FROM HARM. ITEMS NOT RELOCATED OR SALVAGED BY EITHER THE PROPERTY : E Jol
OWNER OR VILLAGE SHALL e SALVAGED OR PROPERLY DISPOSED OF BY THE CONTRACTOR. SHALL BE ACCOMPLISHED BY PAVING ONE LANE OF SUFFICIENT LENGTH THAT WILL ALLOW
6. | THE CONTRACTOR SHALL KEEP ALL ROADS FREE FROM CONSTRUCTION DEBRIS AT ALL TIMES. FOR THE PAVING OF THE ADJACENT LANE IN THE SAME DAY.
CONSTRUCTION DEBRIS REMOVAL SHALL BE INCLUDED IN THE EARTH EXCAVATION PAY ITEM.
THE CONTRACTOR SHALL UTILIZE A MECHANICAL SWEEPER TO CLEAN STREETS AFFECTED BY 24, [IN ALL TRENCHES CROSSING DRIVEWAYS, SIDEWALKS, AND ALL PROPOSED AND EXISTING 44, PORTLAND CEMENT CONCRETE SIDEWALK SHALL BE THICKENED TO 6-INCHES AT LOCATIONS
THE CONTRACTOR'S OPERATIONS, INCLUDING HAUL ROUTES, AT LEAST TWICE PER WEEK AND ROADWAYS, THE MATERIAL FOR THE TOP {2 INCHES SHALL BE CA-B CRUSHED GRAVEL OR WHERE THE SIDEWALK CROSSES DRIVEWAYS. TRANSVERSE EXPANSION JOINTS 3/4" SHALL BE
ADDITIONALLY AS DETERMINED BY THE ENGINEER. THIS WORK SHALL BE INCLUDED IN THE CRUSHED STONE AND BE INCLUDED IN THE PAY ITEM FOR TRENCH BACKFILL. THE BACKFILL PLACED EVERY 50 FEET OR AS DETERMINED BY THE ENGINEER. TRANSVERSE CONTRACTION
MOBILIZATION PAY ITEM. SHALL EXTEND TO AND BE MEASURED FOR PAYMENT TO THE EXISTING GROUND OR SURFACE JOINTS SHALL BE PLACED EVERY 5-FEET.
L .
25. [SIGNS AND SUPPORTS THAT ARE REPLACED WITH NEW ITEMS SHALL BE DELIVERED TO THE 2 QN%)/Zc_ulf'z\lgH A%PTTSI%TE Jﬁ“gnsgﬁ%FBTEHERSQIII\E)E#A\%TAFISENJLANSTIT?E %ﬁDngALERI}/E}'ISA\;N(?f?F’KRON
VILLAGE PUBLIC WORKS FACILITY AT 350 VICTORY DRIVE. THIS WORK SHALL BE INCLUDED WILL BE INCLUDED IN THE COST OF PORTLAND CEMENT CONCRETE DRIVEWAY PAVEMENT
7. THE CONTRACTOR MAY OBTAIN MUNICIPAL WATER IN BULK, AT NO CHARGE. AS LONG AS FOUNDATIONS T0 B TEMPORARICT REMOVEE ASSDEN;&ELY()'E:APTI}EYD IsT N B DELIVERED T0 A" .
. . . FOUNDATIONS TO BE TEMPORARILY REMOVED AND REL HALL L
THERE IS NOT A “WATERING BAN” IN EFFECT. THE INDISCRIMINATE USE OF FIRE SECURE_OFF-SITE LOCATION, AS APPROVED BY THE ENGINEER, THIS WORK SHALL BE B R MM P e A e e N D By o EE D PN ACE e
HYDRANTS 1S STRICTLY PROHIBITED, WATER FOR CONSTRUCTION SHALL BE METERED OR INCLUDED IN THE COST OF "RELOCATE SIGN PANEL ASSEMBLY" PAY ITEMS. (800) 682-2525 OF WILLIAMSVILLE, NY OR AN APPROVED EQUAL. THE PANEL SHALL BE A POLYMER
OTHERWISE ACCOUNTED FOR AND A DAILY LOG MAINTAINED. THE CONTRACTOR SHALL . :
PROVIDE THE CHATER TRUGK AND DRIVER REGUIRED 16 OBTAIN AND TRANSFORY IHIS WATER COMPOSITE AND COMPLY WITH ADA REQUIREMENTS. THE DOMES LOCATED ON THE PANEL SHALL
THE VILLAGE RESERVES THE RIGHT TO RESTRICT OR REFUSE THE USE OF VILLAGE WATER I.F 26. | TEMPORARY EROSION CONTROL MEASURES SHALL BE INSTALLED AS REQUIRED. WHERE PARALLEL THE PAVEMENT CROSS WALK WITH THE CLOSEST EDGE LOCATED AT THE BACK OF CURB.
DEEMED NECESSARY PARKWAYS ARE DISTURBED, TEMPORARY EROSION CONTROL MEASURES SHALL BE ESTABLISHED THE PANEL COLOR SHALL BE SELECTED BY THE VILLAGE. INSTALLATION SHALL OCCUR IN
: WITHIN 14 DAYS OF THE COVPLETION OF DISTURBANCE AND MAINTAINED TO THE _ ACCORDANCE WITH THE MANUFACTURERSRECOMMENDATIONS.
. SATISFACTION OF THE ENGINEER. THIS WORK, INCLUDING MAINTENANCE, SHALL
o eI COMRIIONS SESTOSIALIT Io MaTICY TESENTS WO E LLAGE, o (Rl i PRI St o oAt TR M R S B,
AND/OR DRIVEWAY REPLACEMENT. THE CONTRACTOR SHALL DISTRIBUTE NOTICES PROVIDED IN THE JUDGEMENT°0F T.HE VILLAGE. SHOULD IT BE NECESSARY TO REMOVE SUCH MATERIALS )
d : 27. [NEW OR REPLACEMENT CLOSED LIDS SHALL BE STAMPED TO INDICATE THE STRUCTURE TYPE. - .
aER;EEVYEIiIA?;%EEL%ISEE%DFN;SBE%%'?%&) KE'\\/IEE\YrEE'FFPoERT SDPI&EETSS ’%DEU%IC STORM LIDS SHALL BE STAMPED WITH “STORM". SANITARY LIDS SHMALL BE STAMPED WITH THE V[LLAGE WILL HAVE THE MATERIAL REMOVED AND THE CONTRACTOR WILL BE BILLED (CHARGED)
ACCOMMODATE ACCESS TO THESE PROPERTIES INCLUDING KNOCKING ON DOORS WHEN gﬁﬁ[‘lLTgFéY’I’NCA{*BDg’STIEI\‘R T\Q\ELVCEOSVTA%LFT TLJESNES\FALLILD BE AEIAME%DT%EH1”gPAg§REiDsS£ﬁXEENgE ACCORDINGLY.
DRIVEWAYS ARE ABOUT TO BE CLOSED. SHALL BE NG . 48. ALL AGGREGATE USED ON PROJECT SHALL BE CRUSHED MATERIALS.
% JONUVENTS OR PROPERTY R REFERENCE MARKERS UNTIL THE OWNERS, RIS AGENT OR AN 28 1AL EXCAVATE AND LOCATE THE, EXISTING UTILITIES TO VERIFY THEIR LOCATION: SIZE A CANITARY SEWER: OR SANITARY SEWER SERVICES NOT CONSIDERED IN CONFLICT WiTH THE "
AUTHORIZED SURVEYOR HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATIONS. AND DEPTH TO INSURE THAT GRADE CONFLICTS WILL NOT OCCUR. THE COST OF TRIS PROPOSED CONSTRUCTION SHALL BE REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL EXPENSE.
10.] A PORTABLE BATHROOM(S) SHALL BE PLACED ON THE JOB SITE(S) AND RELOCATED WHEN EXPLORATION SHALL BE (INCLUDED IN THE COST OF THE PROPOSED UTILITY CONSTRUCTION
NECESSARY SO IT IS ACCESSIBLE TO WORKERS. IF WORK IS OCCURRING AT SEVERAL OR SIGN POST PAY ITEM) OR (PAID FOR AS EXPLORATION TRENCH, SPECIAL).
LOCATIONS, ONE PORTABLE BATHROOM SHALL BE PLACED AT EACH LOCATION WITHIN A
REASONABLE DISTANCE FROM THE WORK AS DETERMINED BY THE ENGINEER. THIS SHALL BE 29. |CONNECTION OF PROPOSED STORM SEWER INTO EXISTING STORM SEWER OR
INCLUDED TN THE MOBILIZATION PAY TTEM. EXISTING STORM SEWER STRUCTURES SHALL BE INCLUDED IN THE COST OF STORM 51. [THE CONTRACTOR SHALL REPLACE ALL DESTINATION GUIDE SIGNS AND MEMORIAL OR DEDICATION SIGNS
SRR ORI i R S e TS T G SR
. Y P T T PT - .
I | OGRETRUCTION  ADJACENT THERE ?E{ALLTI?»EPOSEX\I(DE{DAM%S AL BE CONSTRUCTED A5, NELDED 30. [CONNECTION OF EXISTING STORM_SEWER INTO PROPOSED STORM SEWER STRUCTURES SHALL BE
TO PROVIDE SUCH ACCESS, UTILIZING CRUSHED STONE OR CRUSHED GRAVEL. THIS WORK WILL INCLUDED IN THE COST OF THE STORM SEWER STRUCTURE. ANY ADDITIONAL STORM SEWER 52.[ALL_SAWCUTTING SHALL BE INCLUDED IN THE COST OF THE ITEM BEING REMOVED. |
BE PAID FOR AS TEMPORARY ACCESS OF THE TYPE SPECIFIED. PIPE REQUIRED TO MAKE THE CONNECTION SHALL BE OF THE SAME SIZE AND MATERIAL TYPE
As THE EXISTING STORM SEWER AND SHALL BE INCLUDED IN THE COST OF THE STORM SEWER
STRUCTURE.
e T R AL B VR A LU 31 [IF ANY STORM SEWER LATERALS ARE FOUND DURING CONSTRUCTION AND ARE NOT IDENTIFIED
DITCHING, PUMPING OR ANY OTHER ACCEPTABLE METHOD. THE CONTRACTORS FAILURE TO ON THE PLANS, THEY SHALL BE CONNECTED TO THE PROPOSED STORM SEWER SYSTEM AND
PROVIDE THE ABOVE WILL PRECLUDE ANY POSSIBLE ADDED COMPENSATION REQUESTED DUE TO INCLUDED IN THE COST OF THE STORM SEWER CONSTRUCTION.
DELAYS OR THE CREATION OF UNSUITABLE MATERIALS. THIS WORK SHALL BE INCLUDED IN
32. STORM STRUCTURE OFFSET LOCATIONS ARE TO THE EDGE OF PAVEMENT IF THE
THE EARTH EXCAVATION PAY ITEM. STRUCTURE IS IN THE CURB LINE OR TO THE CENTER OF STRUCTURE IF THE
B3 AT AL DRAINAGE SYSTEMS ETC. CAN BE LOCATED IN THE FIELD IN A MAKKER > SO ST B T M T
HAT ALL AINA . CA l.OCA Hi L ANNI
ACCEPTABLE TO THE VILLAGE OF PARK FOREST. FINAL CONTRACT PAYMENT SHALL NOT COME 33.|FRAME_ELEVATIONS GIVEN ON THE PLANS ARE ONLY TO ASSIST THE CONTRACTOR
DUE UNTIL THIS INFORMATION IS RECEIVED BY THE ENGINEER IN DETERMINING THE APPROXIMATE OVERALL HEIGHT OF THE STRUCTURE. FRAMES
: ON ALL NEW STRUCTURES SHALL BE ADJUSTED TO THE FINAL ELEVATION OF THE
14. STORAGE OF CONSTRUCTION WATERIALS AND EQUIPMENT SHALL BE APPROVEQ BY THE AREA IN WHICH THEY ARE LOCATED AS PART OF COST OF THE STRUCTURE.
ENGINEER. STORAGE OF CONSTRUCTION MATERIALS AND EQUIPMENT IS NOT PERMITTED IN
-OF- 34.[ALL CRACKS AND JOINTS SHALL BE CLEANED PRIOR TO FILLING THEM. THIS WORK SHALL
ILLINOIS DEPARTMENT OF TRANSPORTATION RIGHT-OF-WAY. BE INCLUDED IN THE ITEM “MIXTURE FOR CRACKS, JOINTS AND FLANGEWAYS.”
15. THE CONTRACTOR SHALL NOTIFY IDOT BUREAU OF MATERIALS (PHONE 847-705-4337) AT
35. THE PRIME COAT APPLICATION RATE SHALL BE 0.1 GAL/SY. THE MC-30 PRIME COAT
p LERST 22 HOURS PRIOR TO THE PLACEMENT OF HOT-MIX ASPHALT OR PORTLAND CEMENT APPLICATION RATE SHALL BE 0.3 GAL/SY. THE AGGREGATE PRIME COAT APPLICATION RATE
£ SHALL BE 4 LB/SY.
z 16. [ANY SIGNS OR MAILBOXES THAT ARE IN CONFLICT WITH THE PROPOSED CONSTRUCTION SHALL
g BE REMOVED AND RE-ERECTED IN ACCORDANCE WITH ARTICLES 107.25 AND 107.20. SIGNS WHICH 36. ANY DAMAGE TO PAVEMENT, SIDEWALK, CURB OR ANY OTHER PORTION OF THE ROADWAY NOT
= ARE NOT TO BE RE-ERECTED IMMEDIATELY SHALL BE STORED IN A SECURE, OFF-SITE LOCATION, SPECIFICALLY TO BE REMOVED AND REPLACED SHALL BE REPAIRED OR REPLACED B
g |AS APPROVED BY THE ENGINEER. MAIL SERVICE SHALL BE MAINTAINED AT ALL TIMES. CONTRACTOR AT NO ADDITIONAL CHARGE.
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